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X6max



          Fully sealed cabinet for a stunning music experience;          

          All materials used comply with the ROHS standards;

Power Max: 400W; 

          Ci custom installation;

It brings more portable installation and an ultimate 

experience to living room cinemas, background 

music systems, and professional conference systems.

Drive Unit: 1x6"LF Driver,1x1"HF compression driver

Frequency Response Range: 70Hz-22KHz(±3dB);

Sensitivity: 91dB/W/m;

              

Avg. Max Output: 115dB;

Input Impedance: 8Ω；

Net Weight: 4KG(single)

X6max X6max
1：Product features

2：Technical Parameters

3：Standard Accessories

Steel mesh(1PC) Positioning paper 

card(1PC)
Long Screws(2PCS) Suspension 

bracket(1PC)

Short Screws(2PCS)

Expansion anchor 

bolt sleeve(2PCS)

4：Finished product size drawing

*Speaker Installation Cut-Out 

  Dimensions 208*208mm

A：Ceiling Flush-Mount Installation Steps

5：Installation Instructions

As shown in the illustration 

place the installation template     on the ceiling where 

the speaker will be installed and trace around its outer 

edge with a pencil.

As shown in the illustration

use a hand saw to cut out the area along the 

traced line.

Caution: The cut-out area must not be larger 

or smaller than the traced line.

As shown in the illustration 

connect the speaker wires (red = positive, black

 = negative), then insert the completed speaker 

into the cut-out area.

As shown in the illustration 

press both side aluminum plates toward the 

cabinet by hand; the speaker has a 15° beveled 

edge. Hook one plate into the ceiling first, then 

lift the other side up and into the ceiling until 

the speaker sits flush.
Product dimensions: 233*233*115mm

Hole dimensions:: 208*208mm,Depth>110mm



X6MAX X6MAX
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As shown in the illustration

Installation Orientation and Angle

As shown in the illustration

With one hand supporting the speaker, use an electric 

screwdriver in the other hand to tighten the four screws.

Caution: There must be no looseness!

As shown in the illustration

install grille     onto the speaker.

Installation complete.

B：Wall Flush-Mount Installation Steps

As shown in the illustration 

place the installation template     on 

the ceiling where the speaker will be 

installed and trace around its outer 

edge with a pencil.

As shown in the illustration

use a hand saw to cut out the area along the 

traced line.

Caution: The cut-out area must not be larger 

or smaller than the traced line.

As shown in the illustration 

connect the speaker wires (red = positive, black

 = negative), then insert the completed speaker 

into the cut-out area.

As shown in the illustration 

press both side aluminum plates toward the 

cabinet by hand; the speaker has a 15° beveled 

edge. Hook one plate into the ceiling first, then 

lift the other side up and into the ceiling until 

the speaker sits flush.

As shown in the illustration

Installation Orientation and Angle

As shown in the illustration

With one hand supporting the speaker, use 

an electric screwdriver in the other hand to 

tighten the four screws.

Caution: There must be no looseness!

As shown in the illustration

install grille      onto the speaker. Installation complete.



X6MAX X6MAX
C：Ceiling Suspension Installation Steps

As shown in the illustration 

Place the suspension bracket      on the wall and mark the center 

position of the screw with a pen. Remove the suspension bracket 

and use an electric drill (with a Ф7mm drill bit) to drill a hole in the 

wall. Tap the expansion anchor bolt sleeve      into the hole, and then 

screw the screw      into the expansion anchor bolt sleeve.

Note: After tightening, 

5 mm of screw thread 

must remain exposed.

Use screw     to secure the suspension bracket      to the back of the speaker.

Caution: No looseness allowed.

Fit the speaker with the installed suspension

 bracket over the screw head on the wall.

Note: The logo should 

face downward.
Install grille     onto the speaker. Installation complete.
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X6MAX 中文说明书X6MAX
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X6MAX X6MAX

喇叭单元:              1x6"LF Driver,1x1"HF compression driver

频响范围:              70Hz-22KHz(±3dB);

灵 敏 度:               91dB/W/m;

              

最大声压: 115dB；

标称阻抗:              8Ω；

产品净重:              4KG(单只)

最大功率:              400W;
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膨胀螺丝塞

（2SFV）

长螺丝（2PCS） 吊挂架（1PC） 短螺丝（2PCS）

产品尺寸:              233*233*115mm

开孔尺寸:              208*208mm,深度>110mm
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A：天花嵌入安装步骤

8

安装完成.
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X6MAX X6MAX
B：墙壁嵌入安装步骤 C：吊装安装步骤

16 17

吊挂架     放

膨胀螺丝塞     敲
膨胀螺丝塞内

吊挂架

吊挂架
注意：LOGO朝下
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